
Features
 Compact design
 Table model
 Low noise level
 Simple control

 Low energy consumption
 Easy set up
 Many applications; Bending, 

   Toxing, Assemling, Punching
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H y d r a u l i c  Ta b l e  Ty p e  B a b yPress

Serienmäßige Grundausführung
• Oberwangenführung mit hochpräziser Rollenführung
• Mechanisches Werkzeugklemmsystem Promecam
• Schmaler Tisch, versehen mit Einzel-V-Werkzeugaufnahme (13x20)
• Optional kann die Maschine mit jedem Werkzeugsystem ausgestattet werden
• Niedriges Lärmniveau 
• Geringer Stromverbrauch
• Einfache Bedienung

Hydraulisch betriebenes Tischmodell BabyPress

Technische Daten BabyPress  EQPB

Presskraft 6,2 t

Kantlänge 285 mm

Abstand zwischen den Ständern 230 mm

Einstelbarer Hub 0 - 100 mm

Abmessung (L x H x T) 350 x 1.075 x 390  mm

Gewicht 200 kg

Anschlussdaten BabyPress  EQPB

Motorleistung 0,7 KW

Spannung / wahlweise 400 V / 230 V

Ölmenge 10 LiterBlechlänge A

Biegekapazität 
bei V = 8 x s
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 Unterwerkzeugklemmung           Verstellbarer Hinteranschlag       Ober- und Unterwerkzeugklemmung        

Typisches Teil

Auf dem Platen 7 - 11
D-49326 Melle

Telefon  +49 (0) 5422 45015
Telefax  +49 (0) 5422 43637

e-mail: info@placke.de
http://www.placke.de

Punch and die Back gauge Punch and die clamps

Serial execution

 Linear motion ramguides

 Amada toolclamps

 Narrow table, fits single V dies and Amada dies

 Mechanical stroke adjustment

Typical part

Serial execution

• Linear motion ramguides
• Amada toolclamps
• Narrow table, fits single V dies and Amada dies
• Other toolsystems possible
• Mechanical stroke adjustment

 

Technical specifications BabyPress  EQPB

Force 6,2 t

Bending length 285 mm

Framedistance 230 mm

Stroke of ram 0 - 100 mm

Dimensions (L x H x T) 350 x 1.075 x 390  mm

Weight 200 kg

Power supply BabyPress  EQPB

Motorpower 0,7 KW

Tension 400 V / 230 V

Tank contence 10 LiterBendinglength 

Bendingcapacity 
at V = 8 x s
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Auf dem Platen 7-11
D - 49326 Melle 

Phone: +49(0)5422/959980
Fax:      +49(0)5422/43637

e-mail:    info@placke.de
internet:  www.placke.de

Punch and die

Serial execution

 Linear motion ramguides

 Amada toolclamps

 Narrow table, fits single V dies and Amada dies

 Mechanical stroke adjustment

Bendinglength

Bendingcapacity
at V = 8 x s
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